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libraries  of  schools,  manufacturers,  and  other  organizations  dealing  with  aeronautics, 
are  supplied  copies  of  these  publications  for  reference. 

TECHNICAL  NOTES 

TN  1685        Linearized  Supersonic  Theory  of  Conical  Wings  -  (Corrected  Edition). 
By:  P.  A.  Lagerstrom. 

TN  1999        A  Theoretical  Analysis  of  Elastic  Vibrations  of  Fixed-Ended  and  Hinged 
Helicopter  Blades  in  Hovering  and  Vertical  Flight. 
By:  Morris  Morduchow. 

TN  2000       Data  on  Shape  and  Location  of  Detached  Shock  Waves  on  Cones  and 
Spheres. 
By:  Juergen  W.  Heberle,  George  P.  Wood,  and  Paul  B.  Gooderum. 

TN  2001       Aerodynamic  Characteristics  of  Damping  Screens. 

By:  G.  B.  Schubauer,  W.  G.  Spsmgenberg,  and  P.  S.  Klebanoff. 

TN  2002       Application  of  the  Laplace  Transformation  to  the  Solution  of  the  Lateral 
and  Longitudinal  Stability  Equations. 
By:  G.  A.  Mokrzycki. 

TN  2003        Investigation  of  a  NACA  High-Speed  Strain-Gage  Torque  meter. 
By:  John  J.  Rebeske,  Jr. 

TN  2004       An  Investigation  of  the  Stability  of  a  System  Composed  of  a  Subsonic 
Canard  Airframe  and  a  Canted -Axis  Gyroscope  Automatic  Pilot. 
By:  Robert  A.  Gardiner,  Jacob  Zarovsky,  and  H.  O.  Ankenbruck. 

TN  2005       A  Theoretical  Analysis  of  the  Effect  of  Time  Lag  in  an  Automatic 
Stabilization  System  on  the  Lateral  Oscillatory  Stability  of  an 
Airplane. 
By:  Leonard  Sternfield  and  Ordway  B.  Gates,  Jr. 

TN  2006       A  Theoretical  Investigation  of  the  Effect  on  the  Lateral  Oscillations  of 

an  Airplane  of  an  Automatic  Control  Sensitive  to  Yawing  Accelerations. 
By:  Arnold  R.  Beckhardt. 

TN  2007        The  Load  Distribution  Due  to  Sideslip  on  Triangular,  Trapezoidal,  and 
R^elated  Plan  Forms  in  Supersonic  Flow. 
By:  Arthur  L.  Jones  and  Alberta  Alksne. 
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TN  2008        The  Design,  Operation,  and  Uses  of  the  Water  Channel  as  an  Instrioment 
for  the  Investigation  of  Compressible -Flow  Phenomena. 
By:  Clarence  W.  Matthews. 

TN  2009       Theoretical  Calciilations  of  the  Supersonic  Pressure  Distribution  and 
7/ave  Drag  for  a  Limited  Family  of  Tapered  Sweptback  Wings  with 
Symmetrical  Parabolic -Arc  Sections  at  Zero  Lift. 
By:  Julian  H.  Kainer. 

TN  2010        Effect  of  Horizontal  Tail  on  Low -Speed  Static  Lateral  Stability  Character- 
istics of  a  Model  Having  45°  Sweptback  Wing  and  Tail  Surfaces. 
By:  Jack  D.  Brewer  and  Jacob  H.  Lichtenstein. 

TN  2011       Spanwise  Loading  for  Wings  and  Control  Surfaces  of  Low  Aspect  Ratio. 
By:  John  De Young. 

TN  2022        Propeller  Flight  Investigation  to  Determine  the  Effects  of  Blade  Loading. 
By:  Jerome  B.  Hammack  and  A.  W.  Vogeley. 

REPORTS 

Rept.  876      The  Stability  of  the  Laminar  Boundary  Layer  in  a  Compressible  Fluid. 
By:  Lester  Lees. 
Formerly  issued  as  TN  1360. 

Rept.  891      A  Thermodynamic  Study  of  the  Turbojet  Engine. 
By:  Benjamin  Pinkel  and  Irving  M.  Karp. 

Rept.  892      Damping  in  Pitch  and  Roll  of  Triangular  Wings  at  Supersonic  Speeds. 
By:  Clinton  E.  Brown  and  Mac  C.  Adams. 
Formerly  issued  as  TN  1566. 

Rept.  897      Knocking  Combustion  Observed  in  a  Spark -Ignition  Engine  with 

Simultaneous  Direct  and  Schlieren  High-Speed  Motion  Pictures  and 

Pressure  Records. 

By:  Gordon  E.  Osterstrom. 

Formerly  issued  as  TN  1614. 

Rept.  898        A  Unified  Theory  of  Plastic  Buckling  of  Columns  and  Plates. 
By:  Elbridge  Z.  Stowell. 
Formerly  issued  as  TN  1556. 

Rept.  901      Analysis  of  Effect  of  Basic  Design  Variables  on  Subsonic  Axial-Flow - 
Compressor  Performance. 
By:   John  T.  Sinnette,  Jr. 
Formerly  issued  as  RM  E7D28. 

Rept.  902      Subsonic  Flow  over  Thin  Oblique  Airfoils  at  Zero  Lift. 
By:  Robert  T.  Jones. 


M.L.  274  REPORTS  3. 

Rept.  904        Estimation  of  F-3  and  F-4  Knock-Limited  Performance  Ratings  for 
Ternary  and  Quaternary  Blends  Containing  Triptane  or  Other 
High -Antiknock  Aviation-Fuel  Blending  Agents. 
By:  Henry  C.  Barnett. 
Formerly  issued  as  MR  ESA29. 

TECHNICAL  MEMORANDUMS 

TM  1220        Pressure -Distribution  Measurements  on  the  Tail  Surfaces  of  a  Rotating 
Model  of  the  Design  BFW  -  M  31. 
By:  M.  Kohler  and  W.  Mautz. 

TM  1232       Flight  Experiences  and  Tests  on  Two  Airplanes  with  Suction  Slots. 
By:  Stiiper. 

TM  1254        Systematic  Model  Researches  on  the  Stability  Limits  of  the  DVL  Series 
of  Float  Designs. 
By:  W.  Sottorf. 
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